
BASE OIL PROPERTIES 

 
 

 
 
 

 
 

PROPERTY 

SOLVENT 
REFINED 

MINERAL OIL 

HYDRO-
CRACKED 

MINERAL OIL 

 
 

PAO 

 
 

DIESTER 

 
POLYOL 
ESTER 

 
 

PAG 
       

LOW 
TEMPERTURE 

FLUIDITY 
 

POOR FAIR-GOOD VERY GOOD VERY GOOD VERY GOOD VERY GOOD 

COMPATIBILITY 
WITH MINERAL 

OIL 
 

  EXCELLENT GOOD FAIR POOR 

STABILITY IN 
PRESENCE OF 

WATER 
 

EXCELLENT EXCELLENT EXCELLENT FAIR GOOD EXCELLENT 

LOW 
VOLATILITY 

 
FAIR GOOD-FAIR VERY GOOD EXCELLENT EXCELLENT VERY GOOD 

ADDITIVE 
COMPATIBILITY 

 
EXCELLENT EXCELLENT VERY GOOD GOOD* EXCELLENT GOOD 

OXIDATION 
RESISTANCE 

 
POOR FAIR GOOD VERY GOOD EXCELLENT EXCELLENT 

 
*Need Special Additives for best results. 
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		EXCELLENT
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		STABILITY IN PRESENCE OF WATER




		EXCELLENT

		EXCELLENT
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		FAIR

		GOOD-FAIR
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		EXCELLENT
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		EXCELLENT

		EXCELLENT

		VERY GOOD

		GOOD*

		EXCELLENT
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		OXIDATION RESISTANCE




		POOR

		FAIR

		GOOD

		VERY GOOD

		EXCELLENT

		EXCELLENT





*Need Special Additives for best results.




